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ADDITIVO CONDUTTIVO
Conductive additive for adhesives of the ADESIVER RE 400, ADESIVER RE
702 and ADESIVER RE 702 EP lines

These information are given from the best of our knowledge and technical experience. They are of general character and not binding in any way our company. Every single case should
be put to a pratical test by the user who assumes the full responsability of the final result of his work.
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¤Description
ADESIVO CONDUTTIVO is an additive used to make conductive
adhesives of the ADESIVER RE 400, ADESIVER RE 702 and
ADESIVER RE 702 EP lines.

¤Characteristics
Appearance Solid

Packaging 0,6 Kg (1)

Storage stability 2 year (2)

1 600g are used for 12 Kg containers of ADESIVER RE 400, for 13 Kg containers of
ADESIVER RE 702 and for 10 Kg containers of ADESIVER RE 702 EP

2 in original sealed containers at temperatures between +10°C and +25°C

¤How to use
Shake well before use.

Add 2% of water in ADESIVER RE 400, 2% of DMC 50 in ADESIVER
RE 702 or 2% of DILUENTE APA for ADESIVER RE 702 EP and
shake with an electric drill with a low number of turns to obtain
a homogeneous dough.

Then add ADDITIVO CONDUTTIVO to the adhesive and mix with
electric drill until completely dispersed.

Proceed with the normal laying operations. For further
information on the adhesives of the ADESIVER RE 400, ADESIVER
RE 702 and ADESIVER RE 702 EP lines, please consult the relevant
data sheets.

¤Label elements

· For more information about the safe use of the product it is recommended
to consult the latest version of the Safety Data Sheet.


