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SELF RE-MOVER LANE
Cleaner for removing the line-marking of synthetic turf fields

These information are given from the best of our knowledge and technical experience. They are of general character and not binding in any way our company. Every single case should
be put to a pratical test by the user who assumes the full responsability of the final result of his work.
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¤Description
SELF RE-MOVER LANE is a cleaner recommended for the
complete removal of WHITE LANE, ADV LANE and EVENT LANE,
which are used for the temporary line-marking of synthetic turf
fields.

¤Characteristics
Application temperature +10°C ÷ +25°C

Application spray

Storage stability 1 year (1)

Packaging 1 L - 5 L

Tool cleaning water

1 in original sealed containers at temperatures between +10°C and +25°C

¤How to use
Shake well before use.

Spray SELF RE-MOVER LANE, leave it act for a few minutes and
then remove it using a brush. Repeat the application if residues
are present. At the end rinse thoroughly with water.

Coverage
5 players football

field lines (200 m ca.
- 10 cm wide line)

7 players football
field lines (450 m ca.

- 10 cm wide line)

11 players football
field lines (700 m ca.

- 10 cm wide line)
about 15 L about 35 L about 55 L

¤Warnings
Keep out of children's reach. If medical advice needed, have product
container or label at hand.

¤Label elements

· For more information about the safe use of the product it is recommended
to consult the latest version of the Safety Data Sheet.

¤Web link
Be sure to have the latest version of this technical data sheet
downloadable also from the following link:

http://www.chimiver.com/tds/EN_SELF_RE-MOVER_LANE.pdf


